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    Thank you for purchasing our ACR-MT80328. Please read the user 
manual carefully before you use and keep it in a proper place 
for your future reference. 

 Safety Precautions

In order to prevent leakage,overheating or battery explosion, 
please pay attention to the following:

Danger!
Battery leakage, explosion or fire may result if you do not read 
the following precautions carefully.

Do not wet or throw the battery into water,
Do not use or store battery near heat source (like fire or heater),
Do not throw the battery into fire or expose to heat,
Do not short circuit the positive and negative polarities 

   of battery via lead or other metal objects, do not transport or  
   store the battery with necklaces, hair clippers or other metal objects,

Do not cause intentional harm to battery,
Do not pierce the battery shell with nails or other sharp objects, 

    do not hammer or trample the battery,
Forbid disassembling the battery in any way. 

 Warning!
Battery leakage, explosion or fire may result if you do not 
read the following precautions carefully.

Do not throw battery into microwave oven or pressured vessel.

User Manual
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Stop usage when there is unusual smell, distortion, color-change 
    or other abnormalities with the battery.

Stay away from the fire ,leakage or unusual smell resulting from the 
    battery;

Leaked electrolyte may cause fire or explosion
Do not wipe your eyes if the leaked electrolyte comes into contact, 

    wash with water and ask for help immediately,may cause damage to   
    the eyes if not treated timely.

 Attention!

Do not use the battery in extremely hot environment, eg inside 

   the car under direct sunlight or in summer. If not, the battery  

   will get overheated and affects the performance of the battery 

   shortening its service life.

If you want to store the battery for long period of time (over three months), 

   you'll have to keep 50% of the rated capacity (charge once every  

   3 months), store it in a dry place at a temperature of between  -10

   40 ,  avoid contact with corrosive objects and keep away from
   fire and heat sources.

 Educate the children on how to use the battery according to the user

    manual, and pay attention to ensure it is properly used.

Should the battery leaks electrolyte onto skin or clothes, wash the-

    affected area with flowing water as it may cause inflammation 
    to the skin

    



 Operations

1) How to use
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Function illustrator

the press button for capacity indicating 
and USB output changing

charging indicator

Capacity indicator

USB output port  

Discharging

The sliding button  between 
16V/19V selection

Charging



Step 1:
Read the user manual carefully to ensure proper usage for
the battery pack.

Step 2:
Refer to the manual of your  notebook computer or check the 
label on notebook computer to confirm the brand and model. Take
IBM T40 as an example.
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IBM T40

Step 3:
Check the compatible list (packed with battery), select the correct 
input and output tip and the voltage level according to the notebook
brand and model.

Brand Series Voltage Tips Number 

IBM ThinkPad 16V/19V 
L52D 

L53/L53D 

AC Ryan
Oval

AC Ryan
Oval

AC Ryan
Oval

AC Ryan
Oval

AC Ryan
Line

AC Ryan
Line
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Step 4:

Set the battery pack's output voltage to the proper level by pushing  

the voltage switch. 

Step 5:

Press the switch(in the middle)on battery pack,check the LED 

indicator. If only one or no indicator lights up, it means that there is not 
enough power, you'd have to fully-charge the battery for the first time
(refer to how to charge).

Step 6:

Make sure that the battery pack is fully charged, connect the selected 

output tip and output cable, then insert one terminal of the
output cable into the "DC OUT" port of the battery pack, and the other 

terminal with the output tip into "DC IN" port of your notebook (you can't
 insert into opposite port). Now the battery pack is ready for use on 

your notebook computer. .

The system have 5 indicators, LED1~LED5, to display the different 

power status. Press the indicator switch (refer to illustration) when the 

battery pack is in discharge or idle status. If you press the POWER 

switch, the system will display the rest power of the battery for 4 

seconds, details of indicator status are as follows (rest power is 

R P):
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  0 RP 20                      1LED                   
20 RP 40                    2LEDS
40 RP 60%                   3LEDS               
60% RP 80%                   4LEDS
80% RP 100%                 5LEDS

The blink of the first LED means that the power is less than 10  of the 

battery group voltage which is less than 10.3V. The power check is the 

separated module which will not consume the battery energy if one 

presses on indicator button. When the first  LED  blinks, it means that the
battery pack is going low, it is advisable to save your current work and
charge the battery pack.

2) How  to charge:
Connect the selected input tip with the notebook original AC 
adapter, then connect the terminal with input tip of the AC adapter 

Step 7:

In the event of large output power or high demand usage,the battery pack  

will give an alarm when the temperature gets too high. The

alarm is reflected by the second blinking LED light, the battery will
shut off automatically if process continues to take place. When the

internal temperature decreases to a safe degree, the battery pack

will be turned on andsafety protection will be unlocked automatically 
whereby it can be used again The above is a normal phenomenon.  
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3) Main Output of Power:

Connect one terminal of the output cable to the output port of 

battery pack (Output port , refers to illustration), and the other

terminal to the device requiring charge Note: make sure that the

battery is at proper output voltage level before connection . If 

the battery pack discharges, it will offer power supply to notebook

first and charge the built-in battery with small current, but the 

battery using rate will be lower. The better way is to supply

power to notebook after you have taken out the built-in battery.

Charge Tip Original Notebook AC adapter 

with the input port of battery pack (refers to Illustration),

and connect the other terminal to electricity source for charge, 

the indicator is in red during the charge and turns to green after 

charged. Do not discharge your notebook during charging to 

improve the charging efficiency. Otherwise, the charge time will 

be longer. 



 
Weight: about 600g
Charge input: 15V 25V, 2.5A 4A adapter input
Discharge output: voltage: 5V, 16, 19V      
                                               Max. constant output power: 60W
Charge time: about 5 hours
Output Watthour no.:66.6Wh/6600mAh
Cycle life: at least 300 times
Dimension: 220x130x15 mm

Specifications
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Accessories

1) 7pcs input connecter tips

2) 1 output cable+8pcs output connecter tips

3) 1 user manual

4) USB  Output  of Power  Supply:

Connect  USB  input  devices  with  battery  pack,  then  press  the

indicator  switch  to charge  the  devices.

Output Cable Output  Tip



Specification of Tips

Model Picture Polarity Dimension

L01D        4.75x1.7mm 

L51D 5.5x1.7mm 

L52D  5.5x2.1mm 

_

center+   

_

center+   

_

center+   
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L54D     6.5x4.5mm 

L55D    6.3x3.0mm 

L53D  5.5x2.5mm 

Model Picture Polarity Dimension

_

center+   

_

center+   

_

center+   

Specification of Tips
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Specification of Tips

Model Picture Polarity Dimension

L57D 3P-HRS-A

L61D  

Pin3(+)  

( )
inside+

7.4x0.65 mm
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Devices and Intelligent Tips Compatible List 

Brand  Series Voltage Tips Number

ACER 
Extensa  19V 

L52D
L53/L53D 

Aspire 
/Travelmate 

19V  L51/L51D 

ASUS  Most Models  19V 
L01/L01D
L53/L53D 

BENQ  Joybook 19V L53/L53D

COMPAQ 

Armada  16V/19V 
L52D

L01/L01D 
EVO 19V L01/L01D

Presario 19V L53/L53D
Prosignia 19V L01/L01D
Contura 19V L53/L53D

DELL 

Latitude  19V 

L53/L53D
L54/L54D 
L57/L57D 
L61/L61D 

Inspiron  19V 
L53/L53D
L57/L57D 
L61/L61D 
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Brand Series Voltage Tips Number 

DELL 

Precision 19V L61/L61D 

Vostro 19V L61/L61D 

XPS 19V L61/L61D 

FUJITSU Lifebook 16V L54/L54D 

HP 
Most Models 19V L53/L53D 

Pavilion 19V L01/L01D 

IBM ThinkPad 16V/19V 
L52D 

L53/L53D 

LENOVO Selected Models 19V L53/L53D 

LG Selected Models 19V L51/L51D 

NEC Most Models 19V L53/L53D 

PACKARD BELL EasyNote 19V L53/L53D 

SONY Most Models 16V/19V L54/L54D 

TOSHIBA 

Libretto 16V L55/L55D 

Protege 16V/19V L55/L55D 

Satellite 16V/19V 

L52D 

L53/L53D 

L55/L55D 

Tecra 16V/19V L55/L55D 
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AC Ryan
Typewritten Text
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Remarks 

1. Above is a partial list, other digital devices can be supplied according to 

customers’ requests and market demands. 

2. Standard Tips: L01,LO1D,L51,L51D.L52D,L53,L53D,L54,L54D,L55,L55D,L57D, 

L61, L61D. 

3. Optional Tips: Other tips in the list or tips specially developed according to 

customers’ request. 

AC Ryan
Line




